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NEW GB9BC 3/4” NOSE/TIP

® Lube-Direct, Internal oil feeder grooves force the lubrication
direct to the bearings, keeping them cool

which results in longer life.

® Machined edge on the nose/tip reduces chipping
and extends nose/tip life.

INTERNAL
OIL FEEDER
GROOVES

GB PERFORMANCE FORESTRY EQUIPMENT



@
®
L
e _
: — — [  — — —— .
> _ ¢ _ S 8_8 8,8 G '8 88 5 .0 6.8 8. ® 0 0 0 8 = -
2, 8. 9,8, 9/ 5 — =, Lo = ~ ot/ \ T8 8 _8 e g —— e
e/ — S & ~
@ > 7 — ¥ . @ é_‘w &0 @ - \
oy - @
" @
® @ b
‘.\\
[ PN
; ® o . \©
e®
e o # 0
. )
@) . aiiel (@ 9\®
' & 9 ~ ~\/ —\ —= = - . &, 8 = . e ————
i L3 ~ \/ - 3 L e = =
- e —

GB 3/4”" TITANIUM BC REPLACEMENT NOSE HARVESTER BAR

Manufactured to exacting tolerances to maintain precision Features & Benefits
i & - Ultra high strength Titanium alloy steel bar body
clearances for sprocket rotation providing less sprocket Ay ancad spro ket fin systam
. . - h . ENGTH GAUGE PITCI
heating. Ultra high strength material, ensures trouble free - Premium roller bearings g i e

. . L - Replaceable N 25"- 55" A2 38
performance in all cutting conditions. oot barlits 3Amm)

- Guaranteed performance

GB9BC 3/4” NOSE/TIP REPLACEMENT

Complete replacement sprocket nose kits to suit 3/4” harvester bars.
3/4" 9Tooth 5 hole {(.122” 3.1mm)

GEB PERFORMANCE FORESTRY EQUIPMENT

*Worldwide patents pending




GB PERFORMANCE FORESTRY EQUIPMENT

TOUGHEST HARDEST BAR

> Harder to bend > Less chipping > Less cracking
> Bar can be restored after significant accidents

‘ '

- EXTENDING GUIDE BAR LIFE
Dress guide bar to extend bar life.
o Rotate the bar more often.
- Bar rotation will clean the previously used lubrication
. channel in the nose, whilst using a new one.
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Eilally*a-bar that has been completely
designedifo suit harvesting.
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*Worldwide patents pending
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